08:55:56 AM M:\Standard\MET RIC\mst6/7 27 .dgn

02/27/2003

Secure block from

REG | STATE PROJECT SHEET NO.

located

300 Steel spacer tube rotation with 16d
See Standard M6I7-29. galvanized nail. Two nested W beam
50 102 _, 10/ 50 \ rail elements
~ | ‘ Concrete barrier Concrete barrier NOTES:
| | |
~ ‘ ‘ ‘ 180 x 150 /. Urj/gss otherwise shown, dimensions are in
1T ‘ block See table millimeters.
o \ ‘ ‘ for thickness. . . . :
S| @ ‘ — Single bent plate rail S 2. Center drill wood blocks for rubrail,
% —+ -1 — - @ - —ﬁ)f element for rubrail A on posts | through 4. Secure blocks 2 and 4
o ‘ \ with MI6 carriage bolts.
S N . S
28 dia. N 1:10 or
oF ’7ﬁ} holes (typ.) " S o flatter 3. Center drill an additional hole on posts |
NG ) 0 through 5 to attach wood blocks to rubrail
/ ?7 o o — — and/or the rubrail.
R
Steel plate N 4. Do not bolt W beam to posts and blocks at
16 thickness osts 2, 3, 4, 6 and 8. Bolt blocks direct!
WOOD BLOCKS ?o posts g
FOR RUBRAIL Wood blockout See Post and block :
BEARING PLATE Standard M617-29. 5 P .
POST | THICKNESS . Reinforced concrete wall or bridge parapet
@ 160 must be capable of developing a 265 kN
ull out strength.
© 120 P g
[€) 80 SECTION A-A SECTION A=A’ SECTION B-B SECTION C-C 6. Furnish hardware in the metric sizes shown.
@ 40 Equivalent imperial sizes may be used when
metric sizes are not available.
Two nested W beam rail elements i Single W beam rail element
. 475 475 475 | 475 475 950 ‘ 950 ‘ 950 ‘ | Standard post
M22 x 350 H.S. hex bolts with L ‘ section
. 250
bearing plate or an approved Tming A
A Concrete insert anchor assembly. : Bent plate rubrail
| = |—>-A' —B See Standard M6I7-29. |—>-C

i N

Steel spacer tube
See Standard M617-29.

PLAN
Pay Limits Connection to Structure | Pay Limits Guardrail
‘ 2100 ‘ System G4
Terminal ) MI6 x 460 button head bolt and recess nut
er m’”‘; ’W% with a rectangular plate washer under the
_ / connector. _ _ -7 \ﬂ bolt head and a steel washer under the nuft.
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s arvvareTeay o D / |
W 150 expansion N N T O A TN S | N | -
anchor bolt (typ.) 1220 Lo ; Lo RN b —
CI50 x l2.2 rubrail b Bent plate rubrail b Edge of pavement or ground line N
, ’J See Standard M6!7-29. N See Standard M6I7-29. N at face of rail as applicable TN
Reinforced concrete wall Wood blockout  See AN N N SN N N \ ’ Lo
or bridge parapet Standard M6/7-29 b b b b b b P b U.S. DEPARTMENT OF TRANSPORTATION
Attached to rubrail with | | | | | | | | | | | | | | | | FEDERAL HIGHWAY ADMINISTRATION
MIO x 75 bolt L L2 L3 P 5 6 7 g FEDERAL LANDS HIGHWAY
L METRIC STANDARD
MI6 x 330 button head bolt and recess nut G4 BEAM GUARDRAIL
with a rectangular plate washer under the CONNECTION TO STRUCTURE
bolt head and a steel washer under the nut. SAFETY SHAPE FACE
WOOD POSTS
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